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This 1.8-meter-wide printer is specifically designed to address the need

in textile and apparel industries for printing on sheer fabric

and stretchy materials such as knits. The entry model, which does not
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require a screen print, is a powerful product for small-scale and various on-demand customer's needs.

As the textile is fixed on the belt and transported without
pulling, stable and high-quality printing is now possible on
sheer and thin textile. Its unique design makes it suitable for
printing on a wide variety of textile, including raised fibers
and stretchy materials such as knits.

Crumpled and bending of textile is reduced as the printer is
equipped with a "crumple-free roller" and a "paste roller”
on the belt conveyance system, resulting in beautiful and

stable results.

1. Belt conveyance system

Stable and beautiful printing on thick and elastic textiles.

2. Paste roller

The textile is pressed on the belt evenly and stable feeding is realized.
3. Crumple-free roller

Rear white roller stretches the fabric before reaching the belt.

Mimaki’s print technologies

Mimaki Advanced Pass System 4 (apss) reduces banding
Banding and uneven color printing are reduced by scattering swath

boundaries.
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Uninterrupted printing solution

Superior inkjet technology
Mimaki’s superior inkjet technology accurately places the ink droplets
without losing their perfect circularity. This ensures that texts, lines, and

edges are clearly and sharply printed.
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Continuous operation support pack

minimizes the downtime

The Nozzle Check Unit (NCU) detects nonfunctioning nozzles and
automatically cleans them. If the nozzles fail to operate after cleaning,
defective nozzles are replaced by non-defective ones until a technician
arrives, and printing is continued. This feature enables uninterrupted print

operations and continuous productivity

Ifink is not being ejected, the
light passes through.

Depending on the NCU data, the
non-defective nozzles are
automatically used as substitutes.
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Standard features of MBIS3 and UISS
deliver continuous printing for a long time.
Large two liter ink packs are
installed in MBIS3 for long-time
continuous printing to reduce
operating cost.

As soon as one ink container is
empty, UISS™ automatically
provides ink from another container
without any interruption to printing.
Continuously supply ink system

ensures unattended continuous

printing.

Tx300P-1800B

*1 MBIS3: Mimaki Bulk Ink System3
*#2 UISS: UninTerrupTed Ink 5upp|y Sysfem

Printhead allows printing on various types of textile

While printing on raised fiber surface textiles, a high head gap setting is
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required to prevent contact between the printhead and the nap. In The
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conventional models, such gap conditions reduce the accuracy of ink head gap:
droplet placement. However, the printhead ejects ink droplets at a high 7mm
speed to maintain the straightness of the droplet direction, and
accordingly accurate ink droplet placement is achieved. This enables ‘ l “ 1

.
high-quality printi d textiles.
'gh-qualily prinfing on napped textiies Inaccurate ink drop placement leads Accurate ink drop placement
to blurred edges and grainy images. results in sharp and clear edges.
Printing at speed of up to 50 square meters per hour
Adjustable speed from draft mode to high-quality, depending on customer's needs
4 color inkset @@ O D 6 color inkset @@ O
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Draft 540x 360, 2P, Bi, Hi 54w Draft 540 %360, 4P, Bi, Hi 29 mish

High-speed 540 x 360, 3P, Bi, Hi
Standard (1) 720x720, 4P, Bi, Hi
Standard (2)  720x720, 6P, Bi, Hi
High-quality (1) 720x1,080, 9P, Bi, Hi

High-quality (2) 720x1,440,12p, Bi, Hi

High-speed 540 x 360, 6P, Bi, Hi

Standard (1) 720720, 8P, Bi, Hi 15 m/h

Standard (2)  720x720,12P, Bi, Hi 10 m¥/h

High-quality (1) 720x1,080,18P, Bi, Hi

*The above print speed results are obtained

igh- i 720 x1,440, 24P, Bi, Hi
High-quality (2) 720.1.440.24p.8. by using Sb420 ink and Tx300P-18008.




