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Introduction
Note

Any unauthorized use or reproduction, in part or whole, of this manual is strictly
prohibited.

« The information in this manual may be subject to change without notice in the future.

« Note that some of the descriptions in this manual may differ from the actual
specifications due to improvements and revisions to this software.

« Copying Mimaki Engineering Co., Ltd. software described in this manual to other disks
(except for the purpose of backup) or loading it to memory other than for the purpose
of running it, is strictly prohibited.

« With the exception of what is provided in the warranty provisions, Mimaki Engineering
Co., Ltd. does not assume any liability for any damage (including, but not limited to,
the loss of profit, indirect damage, special damage, or other monetary damages)
resulting from the use or inability to use this product. The same shall also apply to
cases where Mimaki Engineering Co., Ltd. has been advised of the possibility of
damage in advance. For example, we shall not be liable for any loss of media (work)
caused by use of this product or indirect losses caused by products created using the
media.

RasterLink is a trademark or a registered trademark of Mimaki Engineering Co., Ltd. in Japan and other countries.
Microsoft, Windows, Windows 10, and Windows 11 are registered trademarks or trademarks of Microsoft
Corporation in the United States and other countries. Other company names and product names described in this
manual are trademarks or registered trademarks of their respective companies.



OptiScout Linkage Guide

OptiScout

- Euro-Systems cutting machine control software
RasterLink can print by adding a linking QR code to print &
cut data. Outputting cut data to OptiScout allows printed
materials to be cut efficiently while using OptiScout.

Supported cutting machines: CFX-2513, CFX-2531, CFX-2550
(models equipped with a camera
unit)



OptiScout Linkage

1. Required Software

The following software is required to link with OptiScout.
The Euro-Systems software and RasterLink8 must be set up beforehand.

1)
2)
3)
4)
5)
6)
/)

RasterLink8 Ver1.0.0 or later

Mimaki Driver Ver5.13.0 or later
OptiScoutSettingTool Verl.00 or later
CFX series FW Ver3.00 or later
OptiScout Latest Version

Media Server Latest Version
OBSCURAS Camera SDK Latest Version

Setup Procedure

« For information on Euro-Systems software, refer to the Euro-Systems
website/manuals.

« For information on Mimaki software, refer to the RasterLink8 Installation
Guide and Reference Guide.

« For information on OBSCURAS Camera SDK, refer to the OBSCURAS Guide.

This guide describes how to install the OptiScoutSettingTool.



OptiScout Linkage

2. Overview

This manual describes the procedure for linking with
OptiScout using print & cut data. It is assumed that the

software has been set up and CFX Series settings have been
configured.

The cut lines in the print & cut data must use the special color
names stipulated by Euro-Systems.

For details of the special color names, refer to “Appendix 1
Special Color Names”.

For information on the operating procedure after outputting
cut data to OptiScout, refer to the OptiScout manual.



OptiScout Linkage
3. Installing OptiScoutSettingTool

Procedure

L4 L4

Download OptiScoutSettingTool from the RasterLink8 product page, then
install it.

= ‘ : S
Jic =

cccccc

@ Double-click self-extracting @ Install following on-screen

Download OptiScoutSettingTool . . )
© P 9 file instructions




OptiScout Linkage
4. Linking Using Print & Cut Data

Work flow

[RasterLink]

Open print & cut job

N
. [RasterLink] Set print conditions
N
. [RasterLink] Display OptiScout settings screen
W
A8 [RasterlLink] Set Material Server information
w
ol [RasterLink] Set register marks and QR code
w
E [RasterLink] Set material
W
[RasterLink] Set preset name
N
E [RasterLink] Specify number of copies
N

Execute print & cut

. [OptiScout]

Cut by controlling cutting device




OptiScout Linkage

4-1 Opening a print & cut job

1) Select and open the [Print & Cut] screen.

Toel  Envircnmer

Ctrl+0

Function

Open...

Open(JobCreater)...  Ctrl+]
Restore... Ctrl+R
Exit Ctrl+Q

File  Function Tool Environments About

Printer Job List
Status  Local Hle @] Arranged ayered | Thumbnail | | Job Mame | Attribute | Date
W
1[Cyen B | [ L : Mimak iGir pdf Cut
2[Maeznta | 60K
Alvie o -L-. MimatiGr et e et
4[White 60M 1
6 [rellow 60M
7 [Primer 60M
&[Clear [ [ G0N
Print Length 000 m
Model JFHEO0-2513
Engine Version 204
Command Mame  MPI-IF
Command Version 1.00
Select output folder
Cr¥fiork, Setup




OptiScout Linkage

4. Linking Using Print & Cut Data
4-2 Setting the print conditions

1) Select a job, then click the print conditions icon.

IMaki

2) Set the desired print conditions.

- o x
File Function Tool Environments About = AAIMAK]
=
Quality MimakiGir pelf, MimakiGir pdf y 4
o] o L
WJob List Print Quality Color Adjust
D IQ‘ Thumbnail Output Order | Profile N Narrow down by @ Media (O Resolution Golor Matching
- g Inkset - LUS-160 CMYK 2 [Mimeki_Expand Colord - E B
Media  Acrylic ~ Fead-anly
Evonik PLEXIGLAS XT{itionC) -
(e, - Resolut = =~
| solution  §00x1200 VD -
Version  v35 7 Relative
Type  Full Golor - Pure K
[0 Spesify device prafils directly (e ®
JFHBO04CHSPLUS 160_Evonik-PLEXIGLASKT WhiteonGolor_F118776icc i“"" g
ure
Print Time: |
Pass | 8 {Default) v Detail Relative
Overprint |1 (Default) ~ timets) Furs K 5
Halitone ILL Diffusion (Defaul) e ®
Fure M
Print Direction  Bi-direction (Defaul) P“'EY
ure
Fast Print  High {Default) v i
(] Feed direction distance correction AbeRGE 1938 1
185 MimakiHiGontrastizm
10 u
(] Scan direction distance carrection =
(7]

Manual correction Auto correction

102
103

B Toprint a White ink at the recommendsd density

8 To print a Primer ink at the recommended density.

Setup

RIP Core Setting

@ Enable image data overprint setting

() Gurve Smaothing Rendering

@ Renders pattern object with Tiling Type: 2 (ho distartion)

JFXG00 [2]

10



OptiScout Linkage
4. Linking Using Print & Cut Data
4-3 Displaying the OptiScout settings screen

2) Click the [OptiScoutSetting] tab.

- [m] X
SR AAmMaK’

1) Select a job, then click the normal print icon.
/ 3) Click [Setting].
. ) Y 4

The special color names for
cutting set for the job are
displayed.

FIEOEN

&80 [ [} Ik

][

11



OptiScout Linkage

4. Linking Using Print & Cut Data
4-4 Setting the Material Server information

1) Click the [Preference] tab.

Hemerbeneneng a — 2) Enter [IPAddress] and [Port] for [MaterialServerSetting].
3) Click [ConnectTest] to check that the settings are correct.
\ 4) Specify the OXF file output destination folder.

12



OptiScout Linkage

4. Linking Using Print & Cut Data
4-5 Setting the register marks and QR code

2) Set the register mark and QR code parameters.

1) Click the [OutputSetting] tab.
OptiScoutSetijffTool - m] / [Offset] .
/ A
1 R_ - S _ Margin between register marks |,
T st Vv and image
. . - Job

Code Setting

TextPrint

None Yes (Square)

- Print text information next to QR Code

| EiE
| ABCDEF123B
I | &

aaaaaaaa

13




OptiScout Linkage

4. Linking Using Print & Cut Data
4-6 Setting the material

—

OptiScoutSettingTool

OutputSetting

RegisterMark Setting

RegisterMark Circle
Offser 10

Fill

Code Setting
CodeType

TextPrint

Marerial Setting

mm

1) Click [GetMaterialList].

2) Select the media type and thickness.

|_——+ The media and thickness information pre-registered in

Material Server is displayed. If the required information
is not displayed, check the information registered in
Material Server.

Selecting the media and thickness automatically sets the

IDaleUme 3/31/2025 9:41:01 AM
Media Test_media - / |
Thickness 0.10000 ~ |
CutSetting
| Spothame I Method
R .-ty Cut \
=

cutting method. If there is no cutting method
corresponding to the spot color name, “No definition”
will be displayed.

14



OptiScout Linkage

4. Linking Using Print & Cut Data
4-7 Setting the preset name

1) Click [OK]. 2) Save the conditions set using a user-defined name.
riOpll'SmutSEtﬁngTﬂcl - m} X
—| OptiScoutSetting n
RegisterMark Setting Preset name
RegisterMark Circle ~ Test_medial v I
Cffset 0 mm
Fill Square ~ Media name 3) C||Ck [OK]-

Test_media
Code Setting 9 na
‘ Description
CodeType QR Code > Test_media
TextPrint Thickneszs
dmm
Material Setting

Datetime  3/31/2025 9:41:01 AM QK

Media Test_media ~
Thickness 0.10000 ~
CutSerting )
SpotName [ ethod

| Quality Cut || PSRN

/
Saving conditions like this allows them to be reused in future by
loading the preset name on the [OptiScoutSetting] tab.

15



OptiScout Linkage

4. Linking Using Print & Cut Data
4-8 Specifying the number of copies

1) Click the [Image Edit] tab.

2) Set the number of copies.

— - o x|
File Function Tool Environments gffbout Mmaki
General Print MimakiGirodt. tikicic o /
Job List Image Edit } ut Edit | OptiscoutSettine | ‘[r\put 9127 mm Feed 16605 mm |Output Scan 27882 mm Feed 1211 mm e
e il
Ju Sean 10000/%] % o1 27 mm frenicyalt | [0 é
Feed 1000072 % 156.05 2] mm y 900 600 500 400 300 200
8 Keep Ratio Actual size 1
- -]
Ratation Mirtor =
() Reverse
Deskew - ; .
~3| | Printed positions of the QR code <]
3| | and text information are
Lack the trimming pgfffion & . . . &
1| | displayed in light blue. h
Fosd E -2
() dvegffe in the Center Es S
Copy E
612] oyt E
=] i
© Block move 53 =
© Each move L] L] -
8 Specity the rumber of copiss in the ssan diection
3] comte) EE =
Layout =
Soan 0002 mm
05 -]
Feed 0.003] mm &7 — o
N 8127 2 ﬁ‘l
() Pitch = Y
156,051 - 3 w7
=3 | ¥ 'I
Print Ar o
B e o
-3 ] =
Register Marl
o T B m =
OFF el el faal llee [SIC] &, Minimize {Keep rotation) B E B @ = ra|
JFxeNn 2]

3) Check the print preview image.

number of copies.

— When this setting is checked, images can be laid out wrapped with the specified

16



OptiScout Linkage

4-9 Executing print & cut

1) Select a job, then click the run icon. 2) Click [Start].

AMMmMaKi’

e

—

o

File Function Tool Environments About \

Printing starts.

Once printing is
complete, an OXF file
is output to the
specified folder.

Start

doooBge

Printer Job List Execution
Status  Local Hle @ Ananged | Layered | Thumbnail || Job Name | Attribute | Date
i -
Cifem | won & ﬁ’ Mimskiiradt Gut .
Caliozers | o [ | :
e = -L Mkt s/zs/zuza P
Aot ] [ 50K - Ink Qensumpti
5| vellow G0K] N
Dol o St
[ilPrimer [ o] 50K
Celoesr ] I 50K
Print Length 000 m
— Execution
Model JFX800-2613 Exeoution Order Print<->Cut
Engine Version 204 Print
Gommand Name  MPL-IF () Immediatefrint
RIP and P
Gommand Version 100 ) P fi
© RIP Only
Select output folder () Print Only
G¥work Setp Execution Times timets)
Job Queus [ 01 Rurmine (] Delete ripped data after frint
Thumbrail | Job Name | Status | Progress O Delete Job after print

JFXB00 [ 2]

& e[ E1 0= e |

@

*
[

NG

X

S AMIMAKI

This completes the procedure using RasterLink8. Cutting is performed using
OptiScout.

17



OptiScout Linkage

4. Linking Using Print & Cut Data
4-10 Cutting by controlling a cutting device

The cut data output from RasterLink is automatically
displayed on the OptiScout screen when the QR code is read.

For information on subsequent cutting operations, refer to the
OptiScout manual.



OptiScout Linkage
5-1 Setting on the CFX for using OptiScout

1. On the machine's operation panel, set the registration mark setting to "Others".
MENU — Machine Setup — TP Detect Setup — TP Detect=0thers

UP :4mm

Local <Setupl> —
B-Unit:FBT
SPD: 30.0cm/s Zof: 0.0mm

A:SCT  (SENSOR) EEHZ:AN C:E35 €1

Communication Set
Machine Setup

VOV YV W

Thickness Detect  Manual

Machine Setup 2/3 W
TP Detect Setup > TP Detect Others
Continue Mode Set > Data ID Code OFF
Remote Control > Search Mark OFF
Select Vacuum Front+Rear Media Number Media. 1

After Detect Mode Local

X Unnecessary menus are not available in OptiScout by the above setting.

- JOG Function Selects > Mark Origin Detection
- JOG Function Selects > Mark Offset
+ JOG Function Selects > Camera Adjustment

In addition, invalid settings or values cannot be changed in OptiScout.

- Machine Setup > TP Detect Setup > Data ID Code
- Machine Setup > TP Detect Setup > Search Mark
- Machine Setup > TP Detect Setup > Media Number

- Machine Setup > TP Detect Setup > After Detect Mode
- Machine Setup > Continue Mode Setting > Continue Mode = Continue

- Machine Setup > Continue Mode Setting > Continue Mode = Toggle

- Tool Set > Cxx (Crease roller) > Double Roller



OptiScout Linkage
5-2 Setting on the CFX for using OptiScout

2. On the machine's operation panel, set the continuous mode to "Disable".
MENU — Machine Setup — Continue Mode Setting — Continue Mode =Disable

Local <Setupl> — iadll V'achine Setup 2/3 ndill Continue Mode Setting
B-Unit:FBT Setup > TP Detect Setup > Continue Mode Disable

SPD: 30.0cm/s Zof: 0.0mm Tool > Continue Mode Set > Origin Mode FR method
UP - 4mm Communication Set > Remote Control > Front Area Setting >
WT :5. Omm Machine Setup > Select Vacuum Front+Rear Rear Area Setting >
: """ s | ocre Information > Thickness Detect  Manual

MENU  VACUUM p >

This completes the setting on the machine.

@ Plot Manager - ¥
Output Status: mﬂ
Precautions)
-8 Seved jobs: ([5/5] 23792 kE)
If you clear the data on the machine to interrupt printing, S

the job will remain in the Plot Manager of OptiScout,

[A41 devices and jobs are listed)

[ o 1]

Processing 2 707 0rmm job to 169.254.147.31 [1 of 1. 100 %] K,

so please manually delete the job whose data has been cleared.

If you do not delete it, the next data cannot be cut. S
oo ]

r

20



OptiScout Linkage
5-3 Notes on CFX for using OptiScout

3-1. About the Drawing Origin
When using OptiScout, unless you encounter any issues, please use the default drawing origin
(the bottom-right corner of the maximum effective cutting area) as it is.
When changing the drawing origin, do not set it to the upper left side relative to the QR code
and the lower right registration mark. If set to that position, the lower-right registration mark
may not be read correctly.

3-2. After the drawing is completed
When the STOP button is pressed in the OptiScout app, please execute a data clear on the CFX.
If CFX fails to connect at the start of the next drawing operation,
it will be necessary to restart the OptiScout.

21



OptiScout Linkage

Appendix 1 Special Color Names

No. Special color name Purpose

1 Draw Pen drawing

2  Score Scoring

3 Crease Creasing

4  Kiss-cut Kiss-cutting

5  Perforation Perforation

6 Punch Hole punching

7 V-Cut An angle can also be added at the end, such as “V-Cut45”
8 Engrave Engraving

9  Bevel-cut Bevel cutting

10 Thru-cut Through cutting

11 Drill Drilling

12 Route Route

13 Quality Cut High quality cutting
14 Fast Cut Fast cutting

15 Weed Trimming lines
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